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 1 Remote control unit ( x 1)  2 “AAA” size battery ( x 4)  3 Initial setup guide

TV

 4 Stand unit

 5 Stand base with letter “L”  6 Stand base with letter “R”  7 Screws (m 6)

A 1 2 3

CS 随机附件 遥控器 ( x 1) “AAA” 型号电池 ( x 4) 初始设置指南

FR Accessoires fournis Télécommande ( x 1) Pile de format « AAA » ( x 4) Guide d’installation 
initiale

PT Acessórios fornecidos Controlo remoto ( x 1) Pilha de tamanho “AAA” ( x 4) Guia de confi guração 
inicial

ID Aksesori yang disertakan Unit remote kontrol ( x 1) Baterai ukuran “AAA” ( x 4) Panduan penyiapan awal

AR 

4 5 6 7

CS 底座组件 有“L”字母的底座 有“R”字母的底座 螺丝钉 (m 6)

FR Ensemble du socle Tenez la base avec la 
lettre « L »

Tenez la base avec la 
lettre « R » Vis (m 6)

PT Pedestal Base do suporte com 
letra “L”

Base do suporte com 
letra “R” Parafusos (m 6)

ID Unit dudukan Dasar dudukan dengan 
huruf “L”

Dasar dudukan dengan 
huruf “R” Sekrup (m 6)

AR

For the Philippines only
• Antenna adaptor.

LED BACKLIGHT TV EN Initial setup guide
• Please read “Important safety precautions” before 

setting up the TV.

初始设置指南
• 在设置电视前请阅读“关于安全的重要注意事项”

Guide d’installation initiale
• Veuillez lire les « Précautions de sécurité importantes » avant d’installer le téléviseur.

Guia de confi guração inicial
• Antes de começar a confi gurar o televisor, leia as “Importantes Precauções de Segurança”.

ID Panduan penyiapan awal
• Harap baca “Tindakan pencegahan penting untuk keselamatan” sebelum menyiapkan TV.

AR

• 

4T-C60AL1X
4T-C70AL1X

TINS-H184WJZZ
18P11-MA-NF

A. Supplied accessories
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B. Inserting the batteries

Remote control unit

1 2 3
 1 “AAA” size battery

B 1

CS 装入电池 “AAA” 型号电池

FR Insertion des piles Pile de format « AAA »

PT Colocar as pilhas Pilha de tamanho “AAA”

ID Memasukkan Baterai Baterai ukuran “AAA”

AR

CAUTION 

• Batteries (battery pack or batteries installed) shall not be exposed to excessive heat such as sunshine, fi re or the like.

CS
• 不要将电池（电池组或电池已被安装）暴露在如直射阳光火等一些过热的环境中

FR
ATTENTION

• Les piles (ou le bloc-piles) ne doivent pas être exposées à une source de chaleur excessive, telle que les rayons du 
soleil, un feu, etc.

PT
CUIDADO

• A pilhas (módulo de pilha ou pilhas instaladas), não deve ser exposta a calor excessivo, seja por exposição ao sol, 
fogo ou outras fontes de calor.

ID
PERHATIAN

• Baterai (kemasan baterai atau baterai terpasang) tidak boleh terpapar pada panas yang berlebihan seperti 
cahaya matahari, api atau sejenisnya.

AR
  • 

 1 Use the remote control unit by pointing it towards the remote control sensor. Objects between the remote control unit 
and sensor may prevent proper operation.

TV

30°
5 m

30°

30°

 2 Remote control sensor

C 1 2

CS 遥控器的角度
使用遥控器时须将其指向遥控感应器遥控器与感应

器之间的物体可能会妨碍正常操作
遥控传感器

FR Angle de la télécommande

Utilisez la télécommande en la dirigeant vers le 
capteur de télécommande. Des objets placés entre 
la télécommande et le capteur peuvent gêner le bon 
fonctionnement de la télécommande.

Capteur de 
télécommande

PT Ângulo do controlo remoto

Utilize o controlo remoto apontando-o para o sensor 
do controlo remoto no televisor. Objectos entre 
o controlo remoto e o sensor do controlo remoto 
no televisor podem impedir que o controlo remoto 
funcione bem.

Sensor do controlo 
remoto

ID Sudut unit remote kontrol

Gunakan remote kontrol dengan mengarahkannya 
ke sensor remote kontrol. Benda di antara 
remote kontrol dan sensor dapat menghalangi 
pengoperasian remote kontrol.

Sensor Remote kontrol

AR

C. Angle of the remote control unit
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Thank you for your purchase of the SHARP LCD colour TV product. To ensure safety and many years of trouble-
free operation of your product, please read the Important Safety Precautions carefully before using this product.

Important Safety Precautions                                      [ENGLISH EN ]
• Stand base must be attached to prevent the TV set from falling down and cause injuries.
• Cleaning — Unplug the AC cord from the AC outlet before cleaning the product. Use a soft damp cloth to clean the 

product. Do not use liquid cleaners, aerosol cleaners or chemical cloth to clean it, as such materials may damage the 
product.

• Water and moisture — Do not use the product near water, such as bathtub, washbasin, kitchen sink, laundry tub, 
swimming pool and in a wet basement.

• Do not place vases or any other water-fi lled containers on this product.
The water may spill onto the product causing fi re or electric shock.

• Stand — Do not place the product on an unstable cart, stand, tripod or table. Doing so can cause the product to fall, 
resulting in serious personal injuries as well as damage to the product. Use only a cart, stand, tripod, bracket or table 
recommended by the manufacturer or sold with the product. When mounting the product on a wall, be sure to follow the 
manufacturer’s instructions. Use only the mounting hardware recommended by the manufacturer.

• When relocating the product placed on a cart, it must be moved with utmost care. Sudden stops, excessive force and 
uneven fl oor surface can cause the product to fall from the cart.

• Ventilation — The vents and other openings in the cabinet are designed for ventilation. Do not cover or block these 
vents and openings since insuffi cient ventilation can cause overheating and/or shorten the life of the product. Do not 
place the product on a bed, sofa, rug or other similar surface, since they can block ventilation openings. This product is 
not designed for built-in installation; do not place the product in an enclosed place such as a bookcase or rack, unless 
proper ventilation is provided or the manufacturer’s instructions are followed.

• The LCD panel used in this product is made of glass. Therefore, it can break when the product is struck forcefully or 
with a sharp object. If the LCD panel is broken, be careful not to be injured by broken glass.

• Heat sources — Keep the product away from heat sources such as radiators, heaters, stoves and other heat-generating 
products (including amplifi ers).

• To prevent fi re, never place any type of candle or naked fl ames on the top or near the TV set.
• To prevent fi re or shock hazard, do not place the AC power cord under the TV set or other heavy items.
• Do not place heavy objects on this product or stand on it. Doing so could cause injury if the product overturns. Take 

special care near children and pets.
• The LCD panel is a very high technology product with 8,294,400 pixels, giving you fi ne picture details.

Due to the very large number of pixels, occasionally a few non-active pixels may appear on the screen as a fi xed point of 
blue, green or red.
This is within product specifi cations and does not constitute a fault.

• Precautions when transporting the TV
 When transporting the TV, never carry it by holding or otherwise putting pressure onto the display. Be sure to always 

carry the TV by two people holding it with two hands — one hand on each side of the TV.
• Do not display a still picture for a long time, as this could cause an afterimage to remain.
• Install the product on the place where the AC cord can be unplugged easily from the AC outlet or from the AC INPUT 

terminal on the rear of the product.
• If a television is not positioned in a suffi ciently stable location, it can be potentially hazardous due to falling. Many 

injuries, particularly to children, can be avoided by taking simple precautions such as:
• Using cabinets or stands recommended by the manufacturer of the television.
• Only using furniture that can safely support the television.
• Ensuring the television is not overhanging the edge of the supporting furniture.
•  Not placing the television on tall furniture (for example, cupboards or bookcases) without anchoring both the furniture 

and the television to a suitable support.
• Not standing the televisions on cloth or other materials placed between the television and supporting furniture.
• Educating children about the dangers of climbing on furniture to reach the television or its controls.

• Do not install the TV in a location in which it will be subject to water drops such as underneath an air conditioning unit 
or in the vicinity of a humidifi er.
•  Water drops falling onto the TV and water entering inside it may result in fi re, electric shock, or malfunctions.
• We recommend that you install the TV at least 1m away from the outlet of an air conditioner.

Dear SHARP customer
 4T-C60AL1X
1

1 Soft cushion

2 Stand unit (R) 2 Stand unit (L)

3 Screws 3 Screws

 4T-C70AL1X
1

1 Soft cushion

2 Stand unit (R) 2 Stand unit (L)

3 Screws 3 Screws

1 2 3

CS 软衬垫
底座组件 (R)
底座组件 (L)

螺丝钉

FR Coussin moelleux
Ensemble du socle (R)
Ensemble du socle (L)

Vis

PT Almofada macia
Pedestal (R)
Pedestal (L)

Parafusos

ID Bantalan lunak
Unit dudukan (R)
Unit dudukan (L)

Sekrup

AR
 (R)
 (L)

D. Attaching the stand unit
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Viewing E-Manual

Viewing the Built-in Operation Manual

Press e-manual on the remote control unit to display 
operation information on the screen.
To search for an item from the table of contents, and to 
search for a particular term and to fi nd troubleshooting 
information, press e-manual while watching the TV and 
then select the applicable item from the manual cover 
page that appears.

 1 Press e-manual while watching the TV.
This displays the built-in operation manual screen.

 2 When you select contents, its page will be displayed.

2

1
TV

Appendix

Troubleshooting

The problems described below are not always caused by malfunctions. Check the TV again before having the TV serviced.

Problem Possible Solution

• No power. • Check if you pressed POWER on the remote control unit. 
• Is the AC cord disconnected?
• Has the power been turned on?

• Remote control unit does 
not operate.

• Are batteries inserted with polarity (+, –) aligned?

• No picture. • Is connection to other components correct?

• No sound. • Is connection to other components correct?

CLEARING THE PASSWORD

If you forget the password, clear the password using the following procedure.
 1 From the HOME screen, select “Settings” > “Security & Restrictions” > “Parental Control” > “Password”, and then 

press  (ENTER) and the password input screen will display.
 2 Enter “3001” using 0 – 9, select “Disable” in the password settings, and then select “Enable” to reset password.
 3 Select “Back to settings”.
 4 Select “Password” then select “Enable” to set password for parental control.
 5 Enter the 4-digit number as a password using 0 – 9, and then enter the same 4-digit to confi rm. The new password 

is now set.

Symbols placed on equipment

• This mark indicates the product operates on AC Voltage.

• This mark indicates a class II or double insulated electrical appliance wherein the product does not require a safety 
connection to electrical earth (ground).

Initial installation
Follow the steps below one by one when using the TV for the fi rst time. Some steps may not be necessary depending on 
your TV installation and connection.

  Connect an antenna cable to the antenna terminal.

or

  Plug the AC cord into the AC outlet.

4T-C60AL1X

Cable tie

Bundle the 
cables into cable 
tie. 
Press cable tie 
clip (1) and pull 
out cable tie (2) 
completely to 
release.

• Place the TV close to the AC outlet, and keep the power 
plug within reach.

• Product shape varies in some countries.

For the Philippines only

Antenna adaptor (supplied)

or

  Press  (JOG-KEY) on the TV.

4T-C60AL1X

  Run the initial installation.
• Follow the guide on the TV screen to set the following 

settings.

 Language setting
 Country setting
 Channel setting
 Home/Store setting
 Pairing setting
 Initial setup has fi nished
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                                                            ModelItem 4T-C60AL1X 4T-C70AL1X

LCD panel 153 cm 177 cm

Resolution 8,294,400 pixels (3840 g 2160)

Video colour system PAL/SECAM/NTSC 3.58/NTSC 4.43/PAL 60

TV function TV-
standard

Analogue PAL: B/G, D/K, I   SECAM: B/G, D/K, K/K1   NTSC: M

Digital DVB-T / DVB-T2

Receiving 
channel

VHF/UHF 44.25—863.25 MHz

CATV S1—S41 ch (including Hyperband)

TV-tuning system Auto Preset 99 ch

STEREO/BILINGUAL NICAM: B/G, I, D/K   A2 stereo: B/G   MTS: M

Audio ampli er 10 W g 2

Terminals ANT (Antenna input) UHF/VHF 75 q DIN type

SERVICE ONLY  3.5 mm jack

INPUT 1 HDMI HDMI (HDMI input)

INPUT 2 (ARC) HDMI HDMI (HDMI input), ARC

INPUT 3 HDMI HDMI (HDMI input)

INPUT 4 HDMI HDMI (HDMI input)

INPUT 5 AUDIO in, VIDEO in

USB 1 USB (DC5V 1.2A output)

USB 2 USB (DC5V 1.2A output)

ETHERNET 
(10/100 BASE-T)

Network connector

DIGITAL AUDIO OUTPUT Optical S/PDIF digital audio output

OUTPUT  3.5 mm stereo jack (audio output)

OSD language English (UK)/English (US)/Simpli ed Chinese/Arabic/French/
Portuguese/Russian/Persian/Thai/Vietnamese/Indonesia/Malay

Power requirement AC 110 — 240 V, 50/60 Hz

Power consumption 189 W (0.6 W Standby) 225 W (0.6 W Standby)

Dimensions without stand 1359 (W) g 790 (H) g 50 (D) mm 1563 (W) g 904 (H) g 52 (D) mm

with stand 1359 (W) g 852 (H) g 257 (D) mm 1563 (W) g 978 (H) g 334 (D) mm

Weight without stand (with stand) 20.8 kg (21.5 kg) 31.5 kg (32.5 kg)

Operating temperature 0°C to +40°C

• As a part of policy of continuous improvement, SHARP reserves the right to make design and speci cation changes 
for product improvement without prior notice. The performance speci cation  gures indicated are nominal values of 
production units. There may be some deviations from these values in individual units.

• Speci cation may differ depending on the selected country.

CAUTION 
• Installing the Liquid Crystal Television requires special skill that should only be performed by quali ed service 

personnel. Customers should not attempt to do the work themselves. SHARP bears no responsibility for improper 
mounting or mounting that results in accident or injury.

• Carefully read the instructions that come with the bracket before beginning work.

Specifi cations

 - 10
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Rejim                                                   Model 4T-C60AL1X 4T-C70AL1X

LCD paneli 153 sm 177 sm

Aniqlik (muayyan maydon uchun piksellar 
soni)

8,294,400 pikselli (3840 g 2160)

Videoning rangli tizimi PAL/SECAM/NTSC 3.58/NTSC 4.43/PAL 60

Televizor 
funktsiyasi

Televizor 
-Standart

Analog PAL: B/G, D/K, I   SECAM: B/G, D/K, K/K1   NTSC: M

Raqamli DVB-T / DVB-T2

Qabul 
qilinadigan 
kanallar

VHF/UHF 44,25—863,25 MGts

CATV S1—S41 k (Hyperband bilan)

Televizorning sozlash tizimi Avto sozlangan 99 k

STEREO/IKKI TILLI NICAM: B/G, I, D/K   A2 stereo: B/G   MTS: M

Audio kuchaytiruvchi 10 W g 2 

Ulanish 
nuqtalari

ANT (antenna kirish joyi) UHF/VHF 75 q DIN turidagi

SERVICE ONLY  3,5 mm shteker

INPUT 1 HDMI HDMI (HDMI kirish joyi)

INPUT 2 (ARC) HDMI HDMI (HDMI kirish joyi), ARC

INPUT 3 HDMI HDMI (HDMI kirish joyi)

INPUT 4 HDMI HDMI (HDMI kirish joyi)

INPUT 5 AUDIO kirish joyi, VIDEO kirish joy

USB 1 USB (DC5V 1.2A chiqish)

USB 2 USB (DC5V 1.2A chiqish)

ETHERNET (10/100 
BASE-T)

Tarmoq ulanish joyi

DIGITAL AUDIO OUTPUT Raqamli audiochiqish uchun S/PDIF optik chuqurcha
OUTPUT  3,5 mm stereo shteker (audio chiqarish)

OSD Tili Ingliz (BB)/Ingliz (AQSh)/Xitoy (osonlashtirilgan yozuv)/Arab tili/
Frantsuz/Portugal/Russ/Fors/Tayland tili/Vyetnam/Indoneziya tili/Malay

Elektr quvvatga bo’lgan talablar O’zgaruvchan tok 110 — 240 V, 50/60 Gts

Quvvat sarf qilinishi 189 Vt (0,6 Vt kutish rejimida) 225 Vt (0,6 Vt kutish rejimida)

O‘lchamlar Poyasiz 1359 (E) g 790 (B) g 50 (Ch) mm 1563 (E) g 904 (B) g 52 (Ch) mm

Poya bilan 1359 (E) g 852 (B) g 257 (Ch) mm 1563 (E) g 978 (B) g 334 (Ch) mm

Tagliksiz vazni (Poya bilan) 20,8 kg (21,5 kg) 31,5 kg (32,5 kg)

Ishlash harorati 0°C dan +40°C

• Muntazam yaxshilash siyosatining bir qismi sifatida, SHARP oldindan e’lon qilmasdan dizaynga va texnik 
xarakteristikalariga o’zgarish kiritish huquqiga ega. Berilgan texnik tavsi ar ishlab chiqariladigan uskunalarning nominal 
ko’rsatgichidir. Ayrim uskunalarda bu o’lchamlar farqlanish imkoni mavjud.

• Tanlangan mamlakatga qarab, xarakteristikasi farqlanishi mumkin.

EHTIYOT BO’LING
• Suyuq kristalli televizorni o‘rnatish uchun maxsus tajriba kerak, uni malakali mutaxassis amalga oshirsin. SHARP 

kompaniyasi televizor shikastlanishi yoxud odam jarohatlanishiga keltiruvchi xato o’rnatish yoki noto’g’ri o’rnatish uchun 
javobgar emas.

• Ishni boshlashdan oldin kronshteyn bilan kelgan yo‘riqnomalarni diqqat qilib o‘qing.

   Texnik tavsi ar

 - 30

Trademarks 

Manufactured under license from Dolby Laboratories. Dolby, Dolby Audio, and the double-D symbol are trademarks 
of Dolby Laboratories.

The terms HDMI and HDMI High-De nition Multimedia Interface, and the HDMI Logo are trademarks or registered 
trademarks of HDMI Licensing Administrator, Inc. in the United States and other countries.

The Wi-Fi CERTIFIED™ Logo is a certi cation mark of Wi-Fi Alliance®.
The Wi-Fi Protected Setup™ Logo is a certi cation mark of Wi-Fi Alliance®.

The Bluetooth® word mark and logos are registered trademarks owned by the Bluetooth SIG, Inc. and any use of 
such marks by SHARP Corporation is under license. Other trademarks and trade names are those of their respective 
owners.

Manufactured under license from Eilex International, LLC.
Eilex PRISM is a trademark of Eilex International, LLC.
VIR Filter is a trademark of Eilex International, LLC.

Eilex Technology Description
Eilex PRISM™ equalizes acoustic power volume density frequency response and corrects time and phase alignment 
errors of a speaker system. Speakers with Eilex PRISM perform as near-perfect electro-acoustic transducers 
providing true-to-original sound with the highest musicality and intelligibility.
VIR Filter™ is high-performance  lter developed for audio purposes.

ANY USE OF THIS PRODUCT IN ANY MANNER OTHER THAN PERSONAL USE THAT COMPLIES WITH THE 
MPEG-2 STANDARD FOR ENCODING VIDEO INFORMATION FOR PACKAGED MEDIA IS EXPRESSLY 
PROHIBITED WITHOUT A LICENSE UNDER APPLICABLE PATENTS IN THE MPEG-2 PATENT PORTFOLIO, 
WHICH LICENSE IS AVAILABLE FROM MPEG LA, LLC, 6312 S. Fiddlers Green Circle, Suite 400 E, 
Greenwood Village, Colorado 80111 U.S.A.

THIS PRODUCT IS LICENSED UNDER THE VC-1 PATENT PORTFOLIO LICENSE FOR THE PERSONAL AND 
NON-COMMERCIAL USE OF A CONSUMER TO (i) ENCODE VIDEO IN COMPLIANCE WITH THE VC-1 
STANDARD (“VC-1 VIDEO”) AND/OR (ii) DECODE VC-1 VIDEO THAT WAS ENCODED BY A CONSUMER 
ENGAGED IN A PERSONAL AND NON-COMMERCIAL ACTIVITY AND/OR WAS OBTAINED FROM A VIDEO 
PROVIDER LICENSED TO PROVIDE VC-1 VIDEO. NO LICENSE IS GRANTED OR SHALL BE IMPLIED FOR ANY 
OTHER USE. ADDITIONAL INFORMATION MAY BE OBTAINED FROM MPEG LA, L.L.C. 
SEE HTTP://WWW.MPEGLA.COM

THIS PRODUCT IS LICENSED UNDER THE AVC PATENT PORTFOLIO LICENSE FOR THE PERSONAL USE OF 
A CONSUMER OR OTHER USES IN WHICH IT DOES NOT RECEIVE REMUNERATION TO (i) ENCODE VIDEO 
IN COMPLIANCE WITH THE AVC STANDARD (“AVC VIDEO”) AND/OR (ii) DECODE AVC VIDEO THAT WAS 
ENCODED BY A CONSUMER ENGAGED IN A PERSONAL ACTIVITY AND/OR WAS OBTAINED FROM A VIDEO 
PROVIDER LICENSED TO PROVIDE AVC VIDEO. NO LICENSE IS GRANTED OR SHALL BE IMPLIED FOR ANY 
OTHER USE. ADDITIONAL INFORMATION MAY BE OBTAINED FROM MPEG LA, L.L.C. 
SEE HTTP://WWW.MPEGLA.COM

THIS PRODUCT IS LICENSED UNDER THE MPEG-4 VISUAL PATENT PORTFOLIO LICENSE FOR THE 
PERSONAL AND NON-COMMERCIAL USE OF A CONSUMER FOR (i) ENCODING VIDEO IN COMPLIANCE 
WITH THE MPEG-4 VISUAL STANDARD (“MPEG-4 VIDEO”) AND/OR (ii) DECODING MPEG-4 VIDEO THAT WAS 
ENCODED BY A CONSUMER ENGAGED IN A PERSONAL AND NON-COMMERCIAL ACTIVITY AND/OR WAS 
OBTAINED FROM A VIDEO PROVIDER LICENSED BY MPEG LA TO PROVIDE MPEG-4 VIDEO. NO LICENSE IS 
GRANTED OR SHALL BE IMPLIED FOR ANY OTHER USE. ADDITIONAL INFORMATION INCLUDING THAT 
RELATING TO PROMOTIONAL, INTERNAL AND COMMERCIAL USES AND LICENSING MAY BE OBTAINED 
FROM MPEG LA, L.L.C. SEE HTTP://WWW.MPEGLA.COM

Appendix
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Dimensional Drawing
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